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Triple Output Bench Power Supply

Power Your Next Insight

For more than 50 years, Keysight Technologies, Inc. DC power supplies have been changing the way
engineers prove their design, understand the issues, and ensure product quality. On the bench, the triple
output E36300 series is ready for your application. With low output ripple/noise and accurate
Voltage/current measurement, you can test with confidence—and power your next insight.
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‘The triple output E36300 Series gives you the performance of system power supplies at an affordable
price. There are three models available in the series:

E36311A: This 80 W model offers a simplified user experience and the lowest price of the series. Some
of the key differences include channels 2 and 3 are configured in tracking mode only, USB interface only,
2-wire sensing. This model does not offer data logging, output sequencing, list mode and auto
parallel/serial voltage or current boost.

E36312A: This 80 W model offers the complete feature set. Channel 2 and 3 are electricall isolated
independent channels. Some of the key extended features include USB, LAN and optional GPIB,
interface, 2 or 4-wire sensing, data logging, output sequencing, list mode, and auto parallel/serial

E36313A: This 160 W model offers twice the current of the other models with the same extended feature
setas the E36312A model.
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Clean, reliable power

+ Low output riple and noise
+ Excellent programminglreadback accuracy
+ Excellentlinefload reguiation: 0.01%

« 2uire or 4-wire remote sense

« Over voltage, over current, and over temperature:
protection

Convenient benchtop capabilities

« Three independent power supplies in one box
« Low acoustc noise
« Auto series/parallel connections

« Front and rear output terminal

Intuitive and easy to use interfaces

43inch LCD color display
Golor-coded channels

Individual knobs for vatage and curent
E3631A code compable

LAN (LX), USB and GPIB (optional)

Advance characterization

Data logging
Output sequencing
LIST mode

Low current range measurement

E36311A 80W Triple Output Power
Supply. 6V, 5A & 525V, 1A, USB

£363124 80W Trple Ouput Power
Supply, 6V, 5A & 2X 25V, 1A, USB, LAN  Supply, 6V, 10A & 2X 25V, 24, USB, LAN

E36313A 160W Triple Output Power
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Voltage 0000 vV  OCPState On
Current 5.000 | OCP Delay Start  CC Transition
OV Protection 6600 vV  OCPDelay 0.050 s
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bw

Figure 1. On E36312A or E36313A sel 2-wire or 4-wire sensing for output 1 n just one click

Keysight understands that protecting your DUT is crucial to limit testing, so the E36300 Series includes
Over Vottage Protection (OVP), Over Current Protection (OCP), and Over Temperature Protection (OTP)
to prevent damage.




